OMESA

MESA DISPENSING CLOSURES

38-DIS-15TD S

Specifications:

DIAMETER 38 mm

THREAD PROFILE DIS
CLOSURE TYPE Dispensing
NECK FINISH 38-400
CLOSURE TOP Flip-top
CLOSURE SIDEWALL Smooth
MATERIAL PP

PACKAGING & FREIGHT INFORMATION

(1) Unlined Closures (2) Lined Closures *Approximate

MARKETS CLOSURE BENEFITS
Dressings & Sauces, Honey, Jams and = Easy dispensing & clean flow
Jellies, Condiments, Lotions, Cleansers, = MESA Flip-top dispensing closure

Cleaning Products o
J = Teardrop orifice

OPTIONS = Audible “click” conveys security

Available in white, standard colors and = Single-wall design
custom colors. Can be lined with a wide

. : = Smooth design lends a clean look
variety of liner systems.

The teardrop orifice is compatible with most product viscosities, however it does not have the same sealing properties as the round-shaped
orifices. We recommend to always test the closures first to ensure they have acceptable product sealing properties once the liner is removed.
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MESA

MESA DISPENSING CLOSURES

38-DIS-15TD S

RO.12

Ref. "S" @ cent. 0.111

0.674 x .608

Seal Surface

"E" ©1.399

T (@ skirf) @1.486

5.207

NOTES: (UNLESS OTHERWISE SPECIFIED) - 100.00.00|- | .

1. ALL DIMENSIONS ARE IN INCHES. o

2. SEE CHART FOR DIMENSIONAL TOLERANCE. REV DATE DESCRIPTION BY
THIS OR FACSIMILE THEREOF IS THE EXCLUSIVE PROPERTY OF | TOLERANGE |PITCH/TPI 167 /6| TURNS 1-1/8 |MATL PP

PHOENIX AND MAY NOT BE REPRODUGED WITHOUT THE X |z01 =

EXPRESSED WRITTEN CONSENT OF PHOENIX. SOME OR ALL OF DRAWN TCS |BAIE 11.02.20(560F 2:1 [REN
THE ITEMS DEPICTED ON THIS DRAWING MAY BE COVERED BY |XX |+0.02

CURRENT PATENTS OR PATENTS APPLIED FOR BY PHOENIX. XXX ‘ +0.010 088 = D | S - 1 STD S O
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MESA

MESA DISPENSING CLOSURES

33-D

S-15TD S

T [plostic) = 1.464 ——
T (glass] = 1.459 ——
E (plastic) = 1.370 ——
E (glass) = 1.365 —=
— | (min) = 0.987 —=
0.060 MIN. LAND FOR
INDUCTION / CONDUCTION
SEALING APPLICATIONS
i (J.050 MIN. LAND FOR
NON- INDUCTION / CONDUCTION
SEALING APPLICATIONS
— S [plastic) = 0.046+0.015
— S (glass) = 0.046 +0.016/-0.015
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AL PLASTIC THREAD DETAIL
SCALE1D: 1
MATERIAL TOLERANCE
PP/ PE 1 0.012
PET + 0.006
+0,017 / -0.018
NOTES: (UNLESS OTHERWISE SPECIFIED
/1. ALL DI(MENSIONS ARE IN INCHES. ) BF 05.21.18 Released DN
2. SEE CHART FOR DIMENSIONAL TOLERANCE. REV DATE DESCRIPTION BY
THIS OR FACSIMILE THEREOF IS THE EXCLUSIVE PROPERTY OF | TOLERANCE |PITCH/TPI {g7 /@|TURNS {-1/4 |MATL Per Chart
PHOENIX AND MAY NOT BE REPRODUCED WITHOUT THE
TESDIRTEN BT OO SOUEORILSE o007 |- P e
CURRENT PATENTS OR PATENTS APPLIED FOR BY PHOENIX. | xxX | +0.010 88 = 400 = Fl N IS H O
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