O CLASSIC

SHALLOW SKIRTED CLOSURES

53-400-6213 S

Specifications:

DIAMETER D3 mm

THREAD PROFILE 400

NECK FINISH b3-400

CLOSURE TOP Stipple

CLOSURE SIDEWALL Fine Ribbed
MATERIAL PP, PCR PP

PACKAGING & FREIGHT INFORMATION

(1) Unlined Closures (2) Lined Closures *Approximate

MARKETS CLOSURE BENEFITS

Industrial, and Medical Products, Dressings = A great general—purpose closure
& Sauces, Food, Food Service, Personal Care &
Cosmetics, Pharmaceuticals, Nutraceuticals,
and Non-Dairy Creamer

= Fine-ribbed sides are easier to grip

= QOur most popular closure style
OPTIONS

Available in white, standard, and custom colors.

Can be embossed/debossed with custom message.
Offset printing is available in up to four colors.
Multiple PCR materials available with food-contact
and non-food options up to 100% PCR content.
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=

Max. Print Dia
@ 1.532 REF.

OAD
©2.18
REF.

OAH 0.44 REF.

S-10.16 REF. —

H 0.383 —

%

E (@ midpoint) $1.984 ————=

T (@ chamfer top) ©2.090

NOTES: (UNLESS OTHERWISE SPECIFIED)

1. ALL DIMENSIONS ARE IN INCHES. 4 03.02.22 Removed RIC code LD

2. SEE CHART FOR DIMENSIONAL TOLERANCE. REV DATE DESCRIPTION BY
THIS OR FACSIMILE THEREOF IS THE EXCLUSIVE PROPERTY OF | TOLERANCE |PITCH/TPI {g7 /6| TURNS 1 MATL PP

PHOENIX AND MAY NOT BE REPRODUCED WITHOUT THE X |+01 :
EXPRESSED WRITTEN CONSENT OF PHOENIX. SOME OR ALL OF [~ —~ = DRAWN DMN PATE 02.09.21 SCALE 2.1 |REV
THE ITEMS DEPICTED ON THIS DRAWING MAY BE COVERED BY |- +0. O 58 400 62 1 3 S 4

CURRENT PATENTS OR PATENTS APPLIED FOR BY PHOENIX. | xxX |+0.010
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T (plastic) = 2.0495 ——

T (glass) = 2.050 —
E (plastic) = 1.9555 —=

E (glass) = 1.956 —=

— 1 (min) = 1.578 —
0.060 MIN. LAND FOR

INDUCTION / CONDUCTION
SEALING APPLICATIONS

0.050 MIN. LAND FOR

NON- INDUCTION / CONDUCTION
SEALING APPLICATIONS

— S (plastic) = 0.046+0.015

—S (glass) = 0.046 +0.014/-0.015

' TO TOP OF THREAD
SEE PLASTIC GLASS ;I;HALRtEﬁl?lDETAIL
THREAD DETAIL &
L /, R0.030
N /\ 775 RO.030 \
% M i) = 0413 f"30° A
\ I {1/ 0.075
| 10° /
77/ -R0.010
/ \\\ i - RD.010 /
s — 0.047
N -
-~ ’ \\ 2, e =
| / ==
: PLASTIC THREAD DETAIL
SCALETO: T
MATERIAL TOLERANCE
PP / PE = 0.0175
PET + 0.008
GLASS +0.017 /-0.018
NOTES: (UNLESS OTHERWISE SPECIFIED)
/‘I. ALL DIMENSIONS ARE IN INCHES. 0 10.01.02 Released BZ
2. SEE CHART FOR DIMENSIONAL TOLERANCE. REV DATE DESCRIPTION BY
THIS OR FACSIMILE THEREOF IS THE EXCLUSIVE PROPERTY OF | TOLERANCE |PITCH/TPI 167 /6| TURNS {-1/8 |MATL Per Chart
PHOENIX AND MAY NOT BE REPRODUCED WITHOUT THE
EXPRESSED WRITTEN CONSENT OF PHOENIX. SOME OR ALL OF 'ix fg'gm DRAWN BEZ PATE10.01.02 SCALE 10:1 |REV
THE ITEMS DEPICTED ON THIS DRAWING MAY BE COVERED BY |- +0.
CURRENT PATENTS OR PATENTS APPLIED FOR BY PHOENIX. | XXX | +0.010 53 - 400 - Fl N | S H O
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