O VISTA

VISTA CHILD-RESISTANT CLOSURES

53-CRC-SMPT A

Specifications:

PACKAGING & FREIGHT INFORMATION

DIAMETER D3 mm

NECK FINISH 53-400

CLOSURE TOP Debossed Pictogram
CLOSURE SIDEWALL Smatte”
MATERIAL PP, PCR PP

(1) Unlined Closures (2) Lined Closures *Approximate

MARKETS

Vitamins, Nutraceuticals, Pharmaceuticals,
Supplements, Agricultural, Automotive,
Household Chemicals, Cosmetics, Industrial,
Cannabis, and Nutritional Powders

OPTIONS

Available in white, standard, and custom colors.
Can be lined with a wide variety of liner systems
including SureSeal (foam). Multiple PCR materials
available with food-contact and non-food options
up to 100% PCR content.

<6

PHOENIX

CLOSURE BENEFITS

Offers child-resistance feature
Vista® 2-piece CRC

Patented Smatte™ smooth, matte finish
for a sleek look

Push-and-turn
Debossed with pictogram instructions

Popular for vitamins & nutraceuticals
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VISTA CHILD-RESISTANT CLOSURES
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NOTES: (UNLESS OTHERWISE SPECIFIED)
1. ALL DIMENSIONS ARE IN INCHES.
2. SEE CHART FOR DIMENSIONAL TOLERANCE.
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O VIS

VISTA CHILD-RESISTANT CLOSURES

53-CRC-SMPT
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